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Features 
 
 

Direct equal to competitor styles 
Matte finish top cover surface  
Suitable for small 4 mm nose bars  
Smooth top surface 
Impregnated bottom surface 
Highly flexible fabric construction  
Rigid lay-flat fabric construction 
High quality long lasting top surface 
Scraper safe abrasion resistant cover  
High strength polyester construction 
Low friction fabric bottom 
Produced in large volume runs 
Standard range inventoried product 

 
 
**Proper installation tension required.  Contact factory if assistance needed.  

2 Industrial Park Rd 
Carmichaels PA 15320 

PH: 800-928-9995  FX: 724-966-2452 

www.universalbelting.com 
customers@ubelting.com 

For additional information please contact customer service at 
customers@ubelting.com or call 800-928-9995 

Item # 100127 
U85/1E MATT BLUE 

�1 ply PU BLUE� 

 

Working Through Distribution 

Benefits / Applications 
 
 

Easy no nonsense drop-in interchange 
Easy release without product damage 
Allows for smooth product transport 
Easier product removal 
Reduced sanitation costs   
Contributes to energy savings 
Avoids edge curl sensor interference  
Reduce frequent replacement costs   
Reduces conveyor contamination  
No re-tensioning - low maintenance** 
Reduced energy costs - greater savings  
Consistent - high quality - low cost 
Immediately available 
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100127 U85/1E MaƩ Blue  
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color Blue 

CoefficientÊofÊfricƟon 0.15 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.60Êmm 0.024Êin. 

Weight 0.60Êkg/m² 0.12Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.110Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8Êmm 0.315Êin. 

MinimumÊBackÊFlex 8Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
71°C 

160°F 

71°C 

160°F 
90Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
71°C 

160°F 

71°C 

160°F 
10Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes MaƩeÊfinishÊtopÊsurfaceÊprovidesÊopƟmalÊreleaseÊforÊmanyÊfoodÊ
productÊtransfers,ÊslightÊinclinesÊÊandÊgeneralÊtransport.ÊSurfaceÊisÊ
easilyÊcleanedÊandÊfinishÊhelpsÊreduceÊbuildupÊandÊcarryÊback.ÊÊMini-
malÊthicknessÊconstrucƟonÊforÊopƟmalÊcoolingÊeffecƟvenessÊandÊ
efficiency. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 


