
 

   

BELTING SPECS AND 
SPLICING INSTRUCTIONS 

Mesh Range 

Universal Belting Resource 
Phone: 800-928-9995 

Email: Customers@Ubelting.com 

Address: 2 Industrial Park Rd., Carmichaels PA 15320 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/14/2022 

UNIVERSAL BELTING RESOURCE  

570100 BLUE MESH 2X2 
ProductÊDataÊSheet 

Mesh 

EndlessÊSplice YES Cleats YES 

GuideÊappliedÊtoÊcover YES GuideÊappliedÊtoÊboƩom YES 

FootedÊSidewall YES FootlessÊsidewall NO 

EdgeÊcapped REQUIRED PlasƟcÊRivetÊLace YES 

Notes 2mmÊxÊ2mmÊOpenÊMesh 

GreatÊforÊdewateringÊandÊvegetableÊprocessingÊapplicaƟons. 

Note:ÊUrethaneÊedgeÊcappingÊisÊrequiredÊonÊallÊsides,ÊunderÊ
allÊcleatsÊandÊV-guides,ÊandÊwillÊbeÊatÊleastÊ1.5”Êwide. 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊÊSur-
faceÊ&

ÊU
nderside 

MaterialÊWarpÊandÊWeŌ Polyester 

Finish Gloss 

Color Blue 

MeshÊCountÊWarp 3.33ÊperÊcm 

MeshÊCountÊWeŌ 3.33ÊperÊcm 

MeshÊOpeningÊWarp 2.00Êmm 

MeshÊOpeningÊWeŌ 2.00Êmm 

AirÊPermeabilityÊdp=200ÊPaÊDINÊENÊ9237 10500ÊI/m²s 

CFMÊdp=127ÊPaÊISOÊ4022 1600ÊCFM 

M
eshÊD

ata 

OpenÊArea 44% 

WireÊDiameter 1.00Êmm 

TechnicalÊSpecificaƟons 
OverallÊthickness Ê2.00Êmm 0.079Êin. 

Weight 0.70Êkg/m² Ê0.14Êlbs./Ō² 

MaximumÊwidth Ê2,896Êmm 114.000Êin. 

MinimumÊpulley/NoseÊbarÊDiameterÊ
forÊrecommendedÊJoint 

100Êmm 3.937Êin. 

MinimumÊbackÊflex 150Êmm 5.906Êin. 

LoadÊforÊ1%ÊextensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊtension 0.5Ê% 

OperaƟonalÊtemperatureÊrange 0/80Ê°C 32/176Ê°F 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

FoilÊPosiƟonÊ FoilÊ 
Top BoƩom 

10 
140°C 

284°F 

140°C 

284°F 
30Ês N/A None 

RoughÊTeflon/
RoughÊTeflon 

ReleaseÊTop/
BoƩom 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

FoilÊPosiƟonÊ FoilÊ 
Top BoƩom 

10 
140°C 

284°F 

140°C 

284°F 
10Ês N/A None 

RoughÊTeflon/
RoughÊTeflon 

ReleaseÊTop/
BoƩom 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO USDAÊDairy NO 

Features 

Endless SingerÊFinger 

ClipperÊLace UX1LL 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 

StandardÊFabricaƟons 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/14/2022 

UNIVERSAL BELTING RESOURCE  

570105 BLUE MESH 1X1 
ProductÊDataÊSheet 

Mesh 

EndlessÊSplice YES Cleats YES 

GuideÊappliedÊtoÊcover YES GuideÊappliedÊtoÊboƩom YES 

FootedÊSidewall YES FootlessÊsidewall NO 

EdgeÊcapped REQUIRED PlasƟcÊRivetÊLace YES 

Notes 1mmÊxÊ1mmÊOpenÊMesh 

GreatÊforÊdewateringÊandÊvegetableÊprocessingÊapplicaƟons. 

Note:ÊUrethaneÊedgeÊcappingÊisÊrequiredÊonÊallÊsides,ÊunderÊ
allÊcleatsÊandÊV-guides,ÊandÊwillÊbeÊatÊleastÊ1.5”Êwide. 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊÊSur-
faceÊ&

ÊU
nderside 

MaterialÊWarpÊandÊWeŌ Polyester 

Finish Gloss 

Color Blue 

MeshÊCountÊWarp 5.30ÊperÊcm 

MeshÊCountÊWeŌ 5.20ÊperÊcm 

MeshÊOpeningÊWarp 1.00Êmm 

MeshÊOpeningÊWeŌ 1.10Êmm 

AirÊPermeabilityÊdp=200ÊPaÊDINÊENÊ9237 7500ÊI/m²s 

CFMÊdp=127ÊPaÊISOÊ4022 1150ÊCFM 

M
eshÊD

ata 

OpenÊArea 30% 

WireÊDiameter 0.80Êmm 

TechnicalÊSpecificaƟons 
OverallÊthickness Ê1.40Êmm 0.055Êin. 

Weight 0.80Êkg/m² Ê0.16Êlbs./Ō² 

MaximumÊwidth Ê3,000Êmm 118.110Êin. 

MinimumÊpulley/NoseÊbarÊDiameterÊ
forÊrecommendedÊJoint 

130Êmm 5.118Êin. 

MinimumÊbackÊflex 200Êmm 7.874Êin. 

LoadÊforÊ1%ÊextensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊtension 0.5Ê% 

OperaƟonalÊtemperatureÊrange 0/80Ê°C 32/176Ê°F 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

FoilÊPosiƟonÊ FoilÊ 
Top BoƩom 

10 
140°C 

284°F 

140°C 

284°F 
30Ês N/A None 

RoughÊTeflon/
RoughÊTeflon 

ReleaseÊTop/
BoƩom 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

FoilÊPosiƟonÊ FoilÊ 
Top BoƩom 

10 
140°C 

284°F 

140°C 

284°F 
10Ês N/A None 

RoughÊTeflon/
RoughÊTeflon 

ReleaseÊTop/
BoƩom 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO USDAÊDairy NO 

Features 

Endless SingerÊFinger 

ClipperÊLace UX1LL 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 

StandardÊFabricaƟons 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/14/2022 

UNIVERSAL BELTING RESOURCE  

570110 BLUE MESH 4X4 
ProductÊDataÊSheet 

Mesh 

EndlessÊSplice YES Cleats YES 

GuideÊappliedÊtoÊcover YES GuideÊappliedÊtoÊboƩom YES 

FootedÊSidewall YES FootlessÊsidewall NO 

EdgeÊcapped REQUIRED PlasƟcÊRivetÊLace YES 

Notes 4mmÊxÊ4mmÊOpenÊMesh 

GreatÊforÊdewateringÊandÊvegetableÊprocessingÊapplicaƟons. 

Note:ÊUrethaneÊedgeÊcappingÊisÊrequiredÊonÊallÊsides,ÊunderÊ
allÊcleatsÊandÊV-guides,ÊandÊwillÊbeÊatÊleastÊ1.5”Êwide. 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊÊSur-
faceÊ&

ÊU
nderside 

MaterialÊWarpÊandÊWeŌ Polyester 

Finish Gloss 

Color Blue 

MeshÊCountÊWarp 2.00ÊperÊcm 

MeshÊCountÊWeŌ 2.00ÊperÊcm 

MeshÊOpeningÊWarp 4.00Êmm 

MeshÊOpeningÊWeŌ 4.00Êmm 

AirÊPermeabilityÊdp=200ÊPaÊDINÊENÊ9237 15000ÊI/m²s 

CFMÊdp=127ÊPaÊISOÊ4022 2400ÊCFM 

M
eshÊD

ata 

OpenÊArea 63% 

WireÊDiameter 1.00Êmm 

TechnicalÊSpecificaƟons 
OverallÊthickness Ê2.00Êmm 0.079Êin. 

Weight 0.50Êkg/m² Ê0.10Êlbs./Ō² 

MaximumÊwidth Ê2,000Êmm 78.740Êin. 

MinimumÊpulley/NoseÊbarÊDiameterÊ
forÊrecommendedÊJoint 

100Êmm 3.937Êin. 

MinimumÊbackÊflex 150Êmm 5.906Êin. 

LoadÊforÊ1%ÊextensionÊ(Dynamic) 14ÊN/mm 79.94Êlbs./in. 

StandardÊtension 0.5Ê% 

OperaƟonalÊtemperatureÊrange 0/80Ê°C 32/176Ê°F 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

FoilÊPosiƟonÊ FoilÊ 
Top BoƩom 

10 
140°C 

284°F 

140°C 

284°F 
30Ês N/A None 

RoughÊTeflon/
RoughÊTeflon 

ReleaseÊTop/
BoƩom 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

FoilÊPosiƟonÊ FoilÊ 
Top BoƩom 

10 
140°C 

284°F 

140°C 

284°F 
10Ês N/A None 

RoughÊTeflon/
RoughÊTeflon 

ReleaseÊTop/
BoƩom 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO USDAÊDairy NO 

Features 

Endless SingerÊFinger 

ClipperÊLace UX1LL 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 

StandardÊFabricaƟons 
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