
 

   

BELTING SPECS AND 
SPLICING INSTRUCTIONS 

Polyurethane (PU) Range 

Universal Belting Resource 
Phone: 800-928-9995 

Email: Customers@Ubelting.com 

Address: 2 Industrial Park Rd., Carmichaels PA 15320 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100100 U85/1E G Amber 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color Amber 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.75Êmm 0.03Êin. 

Weight 0.75Êkg/m² 0.15Êlbs./Ō² 

MaximumÊWidth 3,061Êmm 120.50Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top ClearÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top ClearÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊMonofilamentÊ-ÊCoverÊoneÊside.ÊGreatÊforÊcoolingÊtunnelÊbelts,Ê
long-lifeÊbakedÊgoodsÊandÊconfecƟonaryindustries,ÊandÊmetalÊdetec-
tors. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100107 U85/1E G Dark Green 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color DarkÊGreen 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.70Êmm 0.028Êin. 

Weight 0.80Êkg/m² 0.16Êlbs./Ō² 

MaximumÊWidth 2,970Êmm 116.94Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 14.00Êmm 0.551Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
120Ês Top GreenÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
45Ês Top GreenÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊMonofilamentÊ-ÊCoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100119 U85/1E-AS G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.60Êmm 0.024Êin. 

Weight 0.65Êkg/m² 0.13Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes GlossÊfinishÊtopÊsurfaceÊprovidesÊopƟmalÊgripÊforÊmanyÊfoodÊproductÊ
transfers,ÊslightÊinclinesÊÊandÊgeneralÊtransport.ÊSurfaceÊisÊeasilyÊ
cleanedÊandÊanƟstaƟcÊproperƟesÊhelpÊreduceÊbuildupÊandÊcarryÊback.Ê
MinimalÊthicknessÊconstrucƟonÊforÊopƟmalÊcoolingÊeffecƟvenessÊandÊ
efficiency. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100120 U85/1E G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.80Êmm 0.031Êin. 

Weight 0.85Êkg/m² 0.17Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes MediumÊweightÊoneÊplyÊforÊopƟmumÊdurability,ÊthermalÊconducƟvity,Ê
andÊlongevityÊonÊaÊvarietyÊofÊapplicaƟonsÊfromÊcoolingÊtunnelsÊtoÊ
metalÊdetectors. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100121 U85/1E M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.60Êmm 0.024Êin. 

Weight 0.60Êkg/m² 0.12Êlbs./Ō² 

MaximumÊWidth 3,083Êmm 121.38Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

4.00Êmm 0.157Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊMonofilamentÊ-ÊCoverÊoneÊside.ÊGreatÊforÊchocolateÊcoolingÊ/Ê
embossing,ÊandÊdoughÊrelease. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100122 U85/1E-AS M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.60Êmm 0.024Êin. 

Weight 0.65Êkg/m² 0.13Êlbs./Ō² 

MaximumÊWidth 3,178Êmm 125.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

4.00Êmm 0.157Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊMonofilamentÊ-ÊCoverÊoneÊside.ÊÊGreatÊforÊcoolingÊlinesÊforÊ
bakeryÊandÊchocolatesÊ/Êsweets,ÊandÊdoughÊrelease. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100127 U85/1E MaƩ Blue  
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color Blue 

CoefficientÊofÊfricƟon 0.15 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.60Êmm 0.024Êin. 

Weight 0.60Êkg/m² 0.12Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.11Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes MaƩeÊfinishÊtopÊsurfaceÊprovidesÊopƟmalÊreleaseÊforÊmanyÊfoodÊ
productÊtransfers,ÊslightÊinclinesÊÊandÊgeneralÊtransport.ÊSurfaceÊisÊ
easilyÊcleanedÊandÊfinishÊhelpsÊreduceÊbuildupÊandÊcarryÊback.ÊÊMini-
malÊthicknessÊconstrucƟonÊforÊopƟmalÊcoolingÊeffecƟvenessÊandÊ
efficiency. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100129 U85-EX/1E AS M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.15Êmm 0.045Êin. 

Weight 1.10Êkg/m² 0.23Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.11Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 5ÊN/mm 28.55Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/90Ê°C -4/194Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
30Ês N/A None 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês N/A WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes ExtraÊrigidÊwidthÊpromotesÊlay-flatÊproperƟesÊwithÊthickÊPUÊcoverÊforÊ
opƟmumÊlongevity. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100130 U-SI/1ENF UR M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU/SiliconeÊBlend 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 1 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.20Êmm 0.047Êin. 

Weight 1.20Êkg/m² 0.25Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 16.00Êmm 0.63Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes AbrasiveÊresistantÊtopÊcoverÊwithÊexcellentÊreleaseÊqualiƟesÊenhancedÊ
byÊrecommendedÊuseÊofÊaÊbeltÊscraper.Ê 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100210 U92/2E M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100211 U92/2E MaƩ Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36XSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100212 U92/2E AM Plus MaƩ Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,188Êmm 125.50Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial YES   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSideÊwith 
AnƟ-MicrobialÊUrethane.ÊGeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100225 U85/2E-AS M Green 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Green 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.40Êmm 0.055Êin. 

Weight 1.60Êkg/m² 0.33Êlbs./Ō² 

MaximumÊWidth 3,092Êmm 121.75Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top GreenÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top GreenÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
ÊGeneralÊConveyingÊBelt.ÊExcellentÊForÊInspecƟon 
ConveyorsÊRequiringÊDarkÊBackground 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100230 U92/2E-AS M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.40Êmm 0.055Êin. 

Weight 1.50Êkg/m² 0.31Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊandÊBakeryÊBelt. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100231 U85/2E-AS G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.40Êmm 0.055Êin. 

Weight 1.50Êkg/m² 0.31Êlbs./Ō² 

MaximumÊWidth 3,150Êmm 124.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100232 U85/2E G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.45Êmm 0.057Êin. 

Weight 1.60Êkg/m² 0.33Êlbs./Ō² 

MaximumÊWidth 2,200Êmm 86.63Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 24.00Êmm 0.945Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100233 U85/2E-AS MaƩ White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.40Êmm 0.055Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100234 U85/2E MaƩ White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.15 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.40Êmm 0.055Êin. 

Weight 1.45Êkg/m² 0.3Êlbs./Ō² 

MaximumÊWidth 3,100Êmm 122.05Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 37.50Êmm 1.476Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSide 
GeneralÊConveyingÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100254 U92/2E-AS MaƩ Clear 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Transparent 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.85Êmm 0.073Êin. 

Weight 2.00Êkg/m² 0.41Êlbs./Ō² 

MaximumÊWidth 2,699Êmm 106.25Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 60.00Êmm 2.362Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊwithÊmaƩÊfinishÊtopÊcoverÊhavingÊexcellentÊ
abrasionÊandÊcutÊresistance.ÊExcellentÊfor 
makeÊupÊtables,ÊmetalÊpartsÊconveying,Êetc. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100255 U92/2E-AS Gloss Clear 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color Transparent 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.85Êmm 0.073Êin. 

Weight 2.00Êkg/m² 0.41Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 60.00Êmm 2.362Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top ClearÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top ClearÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊwithÊGlossÊfinishÊtopÊcoverÊhavingÊexcellentÊ
abrasionÊandÊcutÊresistance.ÊExcellentÊfor 
makeÊupÊtables,ÊmetalÊpartsÊconveying,Êetc. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100257 U92 XH/2EX AS Clear Gloss 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color Transparent 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 3.70Êmm 0.146Êin. 

Weight 4.20Êkg/m² 0.86Êlbs./Ō² 

MaximumÊWidth 2,540Êmm 100.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

100.00Êmm 3.937Êin. 

MinimumÊBackÊFlex 150.00Êmm 5.906Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -10/70Ê°C 14/158Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
120Ês TopÊ&ÊMiddle ClearÊPU 

SmoothÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
60Ês TopÊ&ÊMiddle ClearÊPU 

SmoothÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice YES Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSideÊHeavyÊCoverÊ2ÊPly,ÊGreatÊForÊ
StampingÊApplicaƟons 

StandardÊFabricaƟons 

Endless FingerÊOverÊFinger 

ClipperÊLace UX-1 

StapleÊLace RS125 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100260 U0/2E White/Green 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Green 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.15Êmm 0.045Êin. 

Weight 1.00Êkg/m² 0.2Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

20.00Êmm 0.787Êin. 

MinimumÊBackÊFlex 50.00Êmm 1.969Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 2ÊPlyÊpolyesterÊwithÊPUÊimpregnaƟon.ÊGreatÊforÊaccumulaƟon,ÊcoolingÊ
lines,ÊandÊdoughÊbelts. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100270 U92/2EXH M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.50Êmm 0.059Êin. 

Weight 1.50Êkg/m² 0.31Êlbs./Ō² 

MaximumÊWidth 3,019Êmm 118.88Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 100.00Êmm 3.937Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 11ÊN/mm 62.81Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100405 UU85/2E-AS MaƩ/Gloss White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon 0.4 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon 0.90 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.50Êmm 0.059Êin. 

Weight 1.60Êkg/m² 0.33Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 30.00Êmm 1.181Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
120Ês Top WhiteÊPU 

Gloss/
Silicone 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
60Ês Top WhiteÊPU 

Gloss/
Silicone 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy YES CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMonofilamentÊ-ÊSmoothÊCoverÊBothÊSides 
GreatÊForÊFoodÊConveyorÊApplicaƟons.ÊVery 
HygienicÊWithÊBothÊSidesÊCoatedÊWithÊUrethane. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100500 U92/3E G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 3 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.20Êmm 0.087Êin. 

Weight 2.40Êkg/m² 0.49Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

100.00Êmm 3.937Êin. 

MinimumÊBackÊFlex 150.00Êmm 5.906Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 12ÊN/mm 68.52Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/90Ê°C -4/194Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
120Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
60Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 3ÊPlyÊMonofilamentÊ-ÊCoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100605 U0/1E Green 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Green 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Green 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.40Êmm 0.016Êin. 

Weight 0.30Êkg/m² 0.06Êlbs./Ō² 

MaximumÊWidth 2,200Êmm 86.63Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 10.00Êmm 0.394Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Middle ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Middle ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 1ÊPlyÊMonofilamentÊ-ÊImpregnated 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100715 U0/2E-AS Gray 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Gray 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Gray 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.45Êmm 0.057Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 40.00Êmm 1.575Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 10ÊN/mm 57.1Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
45Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes HighÊStrengthÊ2ÊPlyÊMonofilamentÊ-ÊImpregnated 
FabricÊonÊBothÊSides,ÊGoodÊforÊAccumulaƟon. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100720 U0/2E-AS G Clear 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.00Êmm 0.039Êin. 

Weight 1.00Êkg/m² 0.2Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 15.00Êmm 0.591Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
45Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes ExcellentÊforÊlowÊforceÊaccumulaƟon,ÊdoughÊhandling,ÊƟreÊproducƟonÊ
andÊaÊvarietyÊofÊgeneralÊconveyanceÊneeds. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100721 U0/2E-AS G Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Blue 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Blue 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.95Êmm 0.037Êin. 

Weight 0.90Êkg/m² 0.18Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 8.00Êmm 0.315Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês BoƩom BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
45Ês BoƩom BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes GreatÊflexibilityÊmakesÊthisÊitemÊsuitableÊforÊextremelyÊsmallÊpulleyÊ
diameters.ÊExcellentÊforÊaccumulaƟonÊapplicaƟonsÊespeciallyÊwhereÊ
possibilityÊofÊinkÊtransferÊandÊdepositÊisÊpossible.ÊBlueÊcolorÊisÊfoodÊ
favorableÊandÊmoreÊaƩracƟveÊunderÊadverseÊcondiƟons. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100740 U0/2E-AS M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.15 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.15 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.11Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

9.91Êmm 0.39Êin. 

MinimumÊBackÊFlex 9.91Êmm 0.39Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/90Ê°C -4/194Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
45Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes ExcellentÊforÊlowÊforceÊaccumulaƟon,ÊdoughÊhandling,ÊƟreÊproducƟonÊ
andÊaÊvarietyÊofÊgeneralÊconveyanceÊneeds. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

100805 U0/2EC Green/White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊcoƩon 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Green 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.10Êkg/m² 0.23Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 16.00Êmm 0.63Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom ClearÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes GreatÊforÊbiscuit/cookieÊpre-ovenÊapplicaƟons,ÊcuƩerÊbelts,ÊdoughÊ
belts,ÊdoughÊreleaseÊandÊreworkÊbelts. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110100 U85/1 ES M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 1 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.90Êmm 0.035Êin. 

Weight 0.90Êkg/m² 0.18Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 10.00Êmm 0.394Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊplyÊspunÊfabricÊmaƩeÊtopÊcover.ÊÊSuitableÊforÊcurveÊbelts,ÊmetalÊ
detectors,ÊgeneralÊbakeryÊandÊconfecƟonaryÊlines.ÊExcellentÊforÊolderÊ
andÊproblemaƟcÊequipment.Ê 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110200 U85/2ES M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.65Êmm 0.065Êin. 

Weight 1.75Êkg/m² 0.36Êlbs./Ō² 

MaximumÊWidth 3,150Êmm 124.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊplyÊspunÊfabricÊmaƩeÊtopÊcover.ÊÊSuitableÊforÊcurveÊbelts,ÊmetalÊ
detectors,ÊgeneralÊbakeryÊandÊconfecƟonaryÊlines.ÊExcellentÊforÊolderÊ
andÊproblemaƟcÊequipment.Ê 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110210 U-SI/2ES UR M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU/SiliconeÊBlend 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.60Êmm 0.063Êin. 

Weight 1.70Êkg/m² 0.35Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes AbrasiveÊresistantÊtopÊcoverÊwithÊexcellentÊreleaseÊqualiƟesÊenhancedÊ
byÊrecommendedÊuseÊofÊaÊbeltÊscraper.Ê 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110215 U85/2ES White Gloss 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.65Êmm 0.065Êin. 

Weight 1.75Êkg/m² 0.36Êlbs./Ō² 

MaximumÊWidth 3,099Êmm 122.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês N/A None 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês N/A None 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊSpunÊFabricÊ-ÊCoverÊoneÊSideÊwithÊPUÊInnerÊLayer.ÊSuitableÊforÊ
CurveÊBelts,ÊMetalÊDetectors 
AndÊGeneralÊBakeryÊandÊConfecƟonaryÊLines. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110220 U85/2ES Light Green MaƩ 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color LightÊGreen 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.65Êmm 0.065Êin. 

Weight 1.75Êkg/m² 0.36Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês N/A None 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês N/A None 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊMulƟfilamentÊ-ÊCoverÊOneÊSide.ÊGoodÊforÊgeneralÊuseÊconveyingÊ
forÊbakeryÊandÊconfecƟonaryÊapplicaƟons,ÊasÊwellÊasÊturnÊbelts. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110225 U85/2 ES M Cobalt Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.65Êmm 0.065Êin. 

Weight 1.80Êkg/m² 0.37Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/90Ê°C -22/194Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês N/A None 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês N/A None 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊplyÊspunÊfabricÊmaƩeÊtopÊcover.ÊÊSuitableÊforÊcurveÊbelts,ÊmetalÊ
detectors,ÊgeneralÊbakeryÊandÊconfecƟonaryÊlines.ÊExcellentÊforÊolderÊ
andÊproblemaƟcÊequipment.Ê 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110305 U0/2ES-0 White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile BareÊFabric 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.20Êkg/m² 0.25Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 10.00Êmm 0.394Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊspunÊfabric 
ImpregnatedÊfabricÊtopÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110310 U0/2ES White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.20Êkg/m² 0.25Êlbs./Ō² 

MaximumÊWidth 3,169Êmm 124.75Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 10.00Êmm 0.394Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊspunÊfabric 
ImpregnatedÊfabricÊtopÊandÊboƩom 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SLÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110315 02/ES-0 White Rib 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material SpunÊPolyesterÊFabric 

Profile BareÊRibbedÊfabric 

Color White 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile BareÊFabric 

Color Transparent 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.00Êmm 0.079Êin. 

Weight 1.90Êkg/m² 0.39Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 24.00Êmm 0.945Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 5ÊN/mm 28.55Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊmonofilamentÊwithÊspunÊroughÊstructure 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110400 U0/3ES White Rib 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material SpunÊPolyesterÊFabric 

Profile BareÊRibbedÊfabric 

Color White 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 3 

U
nderside 

Material SpunÊPolyesterÊFabric 

Profile BareÊFabric 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.50Êmm 0.098Êin. 

Weight 2.60Êkg/m² 0.53Êlbs./Ō² 

MaximumÊWidth 3,080Êmm 121.25Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

50.00Êmm 1.969Êin. 

MinimumÊBackÊFlex 50.00Êmm 1.969Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 3ÊPlyÊspunÊfabricÊwithÊroughÊstructureÊgreatÊforÊdoughÊrelease 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36Ê 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

110700 UU92/2ES NPY Gloss LT Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color LightÊBlue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material SpunÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile NegaƟveÊPyramid 

Color LightÊBlue 

CoefficientÊofÊfricƟon 0.50 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.20Êmm 0.087Êin. 

Weight 2.30Êkg/m² 0.47Êlbs./Ō² 

MaximumÊWidth 3,169Êmm 124.75Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 25.00Êmm 0.984Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

30 
165°C 

329°F 

165°C 

329°F 
120Ês Top 

LightÊBlueÊ
PU 

Gloss/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

30 
165°C 

329°F 

165°C 

329°F 
60Ês Top 

LightÊBlueÊ
PU 

Gloss/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes LaterallyÊflexibleÊforÊconformanceÊtoÊtroughsÊwithÊinvertedÊdiamondÊ/Ê
pyramidÊboƩomÊsurfaceÊforÊreducingÊdragÊorÊfricƟonÊoverÊtablesÊorÊ
sliderÊbedÊsurfaces. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120100 U85/2E White NPW 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile KnobbyÊ(Nipple)Êtop 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.15 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.30Êmm 0.091Êin. 

Weight 1.80Êkg/m² 0.37Êlbs./Ō² 

MaximumÊWidth 2,000Êmm 78.74Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

15.00Êmm 0.591Êin. 

MinimumÊBackÊFlex 50.00Êmm 1.969Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/80Ê°C -4/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
180Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
60Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace NO 

Notes 2ÊPlyÊmonofilamentÊwithÊKnobbyÊTopÊProfile 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120105 U85/1E Amber HARQ 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile DiamondÊ(Rhomboid)ÊEmbossed 

Color Amber 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.80Êmm 0.031Êin. 

Weight 0.80Êkg/m² 0.16Êlbs./Ō² 

MaximumÊWidth 1,575Êmm 62.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 16.00Êmm 0.63Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês Top ClearÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
30Ês Top ClearÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊmonofilamentÊwithÊDiamondÊEmboss.ÊGreatÊforÊcoolingÊtunnels,Ê
longÊlifeÊbakedÊgoodsÊandÊconfecƟonaryÊapplicaƟons. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120110 U85/1E-AS White HB 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile HeartbeatÊ(Mars) 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.90Êmm 0.035Êin. 

Weight 0.90Êkg/m² 0.18Êlbs./Ō² 

MaximumÊWidth 2,000Êmm 78.75Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 15.00Êmm 0.591Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/80Ê°C -4/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
30Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊmonofilamentÊwithÊheartbeatÊprofileÊcover,ÊgreatÊforÊchocolateÊ
coolingÊtunnels. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36SPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120216 U85/2E AS White NPY 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile NegaƟveÊPyramid 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.55Êmm 0.061Êin. 

Weight 1.50Êkg/m² 0.31Êlbs./Ō² 

MaximumÊWidth 3,121Êmm 122.88Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊmonofilament 
WithÊnegaƟveÊpyramidÊprofile,ÊgreatÊforÊdoughÊrelease. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120218 UX92/2E AS LSQ White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MiniÊNegaƟveÊPyramid 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile HeavyÊImpregnaƟon 

Color LightÊBlue 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.70Êmm 0.067Êin. 

Weight 1.70Êkg/m² 0.35Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

20.00Êmm 0.787Êin. 

MinimumÊBackÊFlex 28.00Êmm 1.102Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/90Ê°C -4/194Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

30 
165°C 

329°F 

165°C 

329°F 
180Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

30 
165°C 

329°F 

165°C 

329°F 
120Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes FineÊdiamondÊtopÊcoverÊprovidesÊexcellentÊreleaseÊqualiƟes.ÊÊ 
BlueÊExtraÊheavyÊimpregnaƟonÊonÊboƩomÊsurface.ÊÊ 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120221 U85/2E White Rib 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile LateralÊRibÊProfile 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.90Êmm 0.075Êin. 

Weight 1.90Êkg/m² 0.39Êlbs./Ō² 

MaximumÊWidth 1,702Êmm 67.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 7ÊN/mm 39.97Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
240Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊmonofilamentÊWithÊLateralÊRibÊProfile 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120225 U85/2E White RTP 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile RTPÊ-ÊMiniÊRoughÊTop 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.20Êmm 0.087Êin. 

Weight 2.10Êkg/m² 0.43Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

20.00Êmm 0.787Êin. 

MinimumÊBackÊFlex 50.00Êmm 1.969Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -10/80Ê°C 14/176Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
240Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊplyÊmonofilamentÊwithÊwithÊshallowÊroughÊtopÊprofiledÊpolyrethaneÊ
coverÊandÊnon-frayÊfabric.ÊÊExcellentÊproperƟesÊforÊbakeriesÊandÊ
variousÊfoodÊapplicaƟons. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120230 U85/2E/LT White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Laƫce 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.30Êmm 0.091Êin. 

Weight 2.70Êkg/m² 0.55Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 50.00Êmm 1.969Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/90Ê°C -4/194Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
240Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

ImpressionÊ
Pad/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊmonofilamentÊ—ÊcoverÊoneÊside 
LaƫceÊTop 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

120240 UU92/2E RG M Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile RiceÊGrain 

Color Blue 

CoefficientÊofÊfricƟon 0.50 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.80Êmm 0.071Êin. 

Weight 2.00Êkg/m² 0.41Êlbs./Ō² 

MaximumÊWidth 2,000Êmm 78.75Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

25.00Êmm 0.984Êin. 

MinimumÊBackÊFlex 45.00Êmm 1.772Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 11ÊN/mm 62.81Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -40/90Ê°C -40/194Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

30 
165°C 

329°F 

165°C 

329°F 
60Ês Top 

LightÊBlueÊ
PU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

30 
165°C 

329°F 

165°C 

329°F 
30Ês Top 

LightÊBlueÊ
PU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊmonofilamentÊ—ÊcoverÊbothÊsides 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130200 U92/2ENF G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130201 U92/2ENF-AS G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130206 U92/2ENF-AS M Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130210 U92/2ENF M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130230 U92/2ENF-AS M Gray 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Gray 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top GrayÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top GrayÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130235 U92/2ENF-AS M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside.ÊAllÊpurposeÊmaterialÊ
forÊconveyingÊbiscuits,Êbread,Êdough,ÊandÊsweets.ÊTheÊlowÊfricƟonÊ
surfaceÊisÊgreatÊforÊtransferÊmovementsÊandÊaccumulaƟon. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130245 U-SI/2ENF UR M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU/SiliconeÊBlend 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.80Êmm 0.071Êin. 

Weight 1.80Êkg/m² 0.37Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

20.00Êmm 0.787Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes AbrasiveÊresistantÊtopÊcoverÊwithÊexcellentÊreleaseÊqualiƟesÊenhancedÊ
byÊrecommendedÊuseÊofÊaÊbeltÊscraper.Ê 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130251 U85/2ENF-AS G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130265 U85/2KENF G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊKnitÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.20Êmm 0.087Êin. 

Weight 2.50Êkg/m² 0.51Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 15.00Êmm 0.591Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
120Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
60Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130401 AM-U92/2ENF-AS M Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.30Êmm 0.051Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

12.00Êmm 0.472Êin. 

MinimumÊBackÊFlex 35.00Êmm 1.378Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
45Ês Top BlueÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial YES   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊNon-FrayÊmonofilamentÊ—ÊcoverÊoneÊside 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130600 AM-UU85/2ENF NPY M Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile NegaƟveÊPyramid 

Color Blue 

CoefficientÊofÊfricƟon 0.40 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.00Êmm 0.079Êin. 

Weight 2.10Êkg/m² 0.43Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 40.00Êmm 1.575Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top BlueÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top BlueÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry YES FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial YES   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊnon-frayÊmonofilamentÊ—ÊcoverÊbothÊsides 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130601 UU85/2ENF NPY M Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile NegaƟveÊPyramid 

Color Blue 

CoefficientÊofÊfricƟon 0.40 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.00Êmm 0.079Êin. 

Weight 2.10Êkg/m² 0.43Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 40.00Êmm 1.575Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top BlueÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top BlueÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry YES FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊnon-frayÊmonofilamentÊ—ÊcoverÊbothÊsides 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130605 AM-UU85/2ENF NPY M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile NegaƟveÊPyramid 

Color White 

CoefficientÊofÊfricƟon 0.40 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.00Êmm 0.079Êin. 

Weight 2.10Êkg/m² 0.43Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 40.00Êmm 1.575Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top WhiteÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry YES FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial YES   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊnon-frayÊmonofilamentÊ—ÊcoverÊbothÊsides 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

130606 UU85/2ENF NPY M White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material PU 

Profile NegaƟveÊPyramid 

Color White 

CoefficientÊofÊfricƟon 0.40 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.00Êmm 0.079Êin. 

Weight 2.10Êkg/m² 0.43Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

30.00Êmm 1.181Êin. 

MinimumÊBackÊFlex 40.00Êmm 1.575Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 6ÊN/mm 34.26Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
90Ês Top WhiteÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
165°C 

329°F 

165°C 

329°F 
30Ês Top WhiteÊPU 

MaƩe/
ImpressionÊ

Pad 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry YES FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats YES 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall YES FootlessÊSidewall NO 

EdgeÊCapped YES PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊnon-frayÊmonofilamentÊ—ÊcoverÊbothÊsides 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

140100 0/2C-0 CoƩon Fine 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Polyester/CoƩon 

Profile Bare 

Color BeigeÊ 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊCoƩon 

Plies 2 

U
nderside 

Material Polyester/CoƩon 

Profile Bare 

Color BeigeÊ 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.50Êmm 0.059Êin. 

Weight 1.40Êkg/m² 0.29Êlbs./Ō² 

MaximumÊWidth 3,150Êmm 124.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 16.00Êmm 0.63Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
60Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
30Ês BoƩom WhiteÊPU 

MaƩe/
RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 2ÊPlyÊcoƩonÊfabricÊ—ÊbareÊxÊbare 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

140210 U0/1EE White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.15 

TensionÊ
M
em

ber 

Material DoubleÊPolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.15 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.20Êmm 0.087Êin. 

Weight 1.90Êkg/m² 0.39Êlbs./Ō² 

MaximumÊWidth 2,499Êmm 98.38Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

15.00Êmm 0.591Êin. 

MinimumÊBackÊFlex 15.00Êmm 0.591Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

311°F 

165°C 

329°F 
150Ês BoƩom WhiteÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
155°C 

311°F 

165°C 

329°F 
45Ês BoƩom WhiteÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 1ÊPlyÊ—ÊdoubleÊfabricÊpolyester 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

140300 0/1EC White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Polyester/CoƩon 

Profile Bare 

Color BeigeÊ 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊCoƩon 

Plies 1 

U
nderside 

Material Polyester/CoƩon 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.25Êmm 0.049Êin. 

Weight 0.60Êkg/m² 0.12Êlbs./Ō² 

MaximumÊWidth 2,870Êmm 113.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 30.00Êmm 1.181Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 2ÊN/mm 11.42Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/80Ê°C -22/176Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

311°F 

165°C 

329°F 
150Ês BoƩom WhiteÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
155°C 

311°F 

165°C 

329°F 
45Ês BoƩom WhiteÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 1ÊPlyÊCoƩonÊPolyesterÊ-ÊImpregnatedÊFabric 
BoƩomÊSide.ÊRotaryÊMolderÊBelt 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

140301 0/1EC Natural  
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Polyester/CoƩon 

Profile Bare 

Color Natural 

CoefficientÊofÊfricƟon 0.25 

TensionÊ
M
em

ber 

Material PolyesterÊCoƩon 

Plies 1 

U
nderside 

Material Polyester/CoƩon 

Profile Impregnated 

Color Natural 

CoefficientÊofÊfricƟon 0.20 

TechnicalÊSpecificaƟons 
OverallÊThickness 0.90Êmm 0.035Êin. 

Weight 0.70Êkg/m² 0.14Êlbs./Ō² 

MaximumÊWidth 2,327Êmm 91.61Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 20.00Êmm 0.787Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 2ÊN/mm 11.42Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -10/80Ê°C 14/176Ê°F 

CoverÊDurometerÊ 0ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

311°F 

165°C 

329°F 
150Ês BoƩom ClearÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
155°C 

311°F 

165°C 

329°F 
45Ês BoƩom ClearÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes PolyesterÊcoƩonÊblendedÊfabricÊforÊexcellentÊperformanceÊwithÊbakeryÊ
applicaƟonsÊincludingÊrotaryÊmolders 

StandardÊFabricaƟons 

Endless BiasÊSingleÊFinger 

ClipperÊLace UCM36ÊSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

140305 U85/1EC G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material PU 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊCoƩon 

Plies 1 

U
nderside 

Material Polyester/CoƩon 

Profile Bare 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.15Êmm 0.045Êin. 

Weight 1.00Êkg/m² 0.2Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 12.00Êmm 0.472Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 85ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

320°F 

160°C 

320°F 
90Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
160°C 

320°F 

160°C 

320°F 
10Ês Top WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc NO 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover YES GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes 1ÊPlyÊpolyesterÊcoƩonÊfabricÊ—ÊcoverÊoneÊside,ÊgreatÊforÊbiscuit/cookieÊ
pre-ovenÊapplicaƟons. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSPÊw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

310100 NR/2E-AS Green 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material NitrileÊButadieneÊRubber 

Profile HeavyÊFabricÊImpression 

Color Green 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color Black 

CoefficientÊofÊfricƟon 0.20 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.30Êmm 0.091Êin. 

Weight 2.30Êkg/m² 0.47Êlbs./Ō² 

MaximumÊWidth 1,800Êmm 70.88Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

50.00Êmm 1.969Êin. 

MinimumÊBackÊFlex 60.00Êmm 2.362Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 12ÊN/mm 68.52Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/100Ê°C -4/212Ê°F 

CoverÊDurometerÊ 70ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom ClearÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom ClearÊPU 

RoughÊ
Teflon/

RoughÊTeflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA NO AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes HighÊgripÊabrasionÊresistantÊrubberÊcoverÊ 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

320100 SI/1E-AS G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Silicone 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 1 

U
nderside 

Material PolyesterÊFabric 

Profile PUÊImpregnated 

Color White 

CoefficientÊofÊfricƟon 0.17 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.10Êmm 0.043Êin. 

Weight 1.05Êkg/m² 0.22Êlbs./Ō² 

MaximumÊWidth 3,080Êmm 121.25Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

8.00Êmm 0.315Êin. 

MinimumÊBackÊFlex 24.00Êmm 0.945Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 3ÊN/mm 17.13Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -30/100Ê°C -22/212Ê°F 

CoverÊDurometerÊ 30ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

25 
165°C 

320°F 

160°C 

320°F 
60Ês BoƩom WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

25 
160°C 

320°F 

160°C 

320°F 
30Ês BoƩom WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 1ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSideÊWith 
SiliconeÊCover 

StandardÊFabricaƟons 

Endless ReinforcedÊSingleÊFinger 

ClipperÊLace UCM36Êw/ÊFoldedÊEnds 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

320200 SI/2E AS G White 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Silicone 

Profile Glossy 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.80Êmm 0.071Êin. 

Weight 1.90Êkg/m² 0.39Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

20.00Êmm 0.787Êin. 

MinimumÊBackÊFlex 40.00Êmm 1.575Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 8ÊN/mm 45.68Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -20/120Ê°C -4/248Ê°F 

CoverÊDurometerÊ 65ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês BoƩom WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom WhiteÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace YES 

Notes ExtremelyÊhighÊgripÊcoverÊwithÊexcepƟonalÊreleaseÊproperƟes.ÊÊTher-
malÊconducƟbilityÊ120ÊW/(K*M2) 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

320205 SI/2E AS G Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Silicone 

Profile Glossy 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material PolyesterÊFabric 

Plies 2 

U
nderside 

Material PolyesterÊFabric 

Profile Impregnated 

Color Transparent 

CoefficientÊofÊfricƟon 0.20 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.20Êmm 0.047Êin. 

Weight 1.50Êkg/m² 0.31Êlbs./Ō² 

MaximumÊWidth 2,000Êmm 78.75Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

10.00Êmm 0.394Êin. 

MinimumÊBackÊFlex 50.00Êmm 1.969Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 9ÊN/mm 51.39Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -10/80Ê°C 14/176Ê°F 

CoverÊDurometerÊ 30ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
120Ês BoƩom BlueÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
165°C 

329°F 

165°C 

329°F 
60Ês BoƩom BlueÊPU 

Gloss/RoughÊ
Teflon 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom YES 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 2ÊPlyÊMonofilamentÊ-ÊCoverÊOneÊSideÊWith 
SiliconeÊCoverÊandÊUrethaneÊInnerÊLayer.ÊExcellentÊreleaseÊofÊsƟckyÊ
products,ÊoilÊandÊgreaseÊresistant. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

330219 P92/2 KENF AS Blue MaƩ 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Polyolefin 

Profile MaƩ 

Color Blue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile PUÊImpregnated 

Color Blue 

CoefficientÊofÊfricƟon 0.20 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.10Êmm 0.043Êin. 

Weight 1.00Êkg/m² 0.2Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 20.00Êmm 0.787Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -40/60Ê°C -40/140Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

284°F 

140°C 

284°F 
45Ês BoƩom ClearÊPE 

MaƩe/
Silicone 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
140°C 

284°F 

140°C 

284°F 
30Ês BoƩom ClearÊPE 

MaƩe/
Silicone 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom NO 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes ExtremelyÊflexibleÊnonÊfrayÊconstrucƟonÊsuitableÊforÊsmallÊnoseÊbarsÊ
offersÊfantasƟcÊreleaseÊofÊaÊwideÊvarietyÊofÊsƟckyÊmaterials.ÊÊProductÊisÊ
easyÊtoÊclean,ÊhydrolysisÊresistantÊandÊabrasiveÊresistantÊforÊgreatÊ
longevityÊandÊdependability.ÊPowerÊturnÊsuitable. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

330221 P92/2 KENF AS White MaƩ 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Polyolefin 

Profile MaƩ 

Color White 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.20 

TechnicalÊSpecificaƟons 
OverallÊThickness 1.10Êmm 0.043Êin. 

Weight 1.00Êkg/m² 0.2Êlbs./Ō² 

MaximumÊWidth 3,000Êmm 118.13Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

6.00Êmm 0.236Êin. 

MinimumÊBackÊFlex 20.00Êmm 0.787Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 4ÊN/mm 22.84Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -40/60Ê°C -40/140Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

284°F 

140°C 

284°F 
45Ês BoƩom ClearÊPE 

MaƩe/
Silicone 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
140°C 

284°F 

140°C 

284°F 
30Ês BoƩom ClearÊPE 

MaƩe/
Silicone 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid NO 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom NO 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes ExtremelyÊflexibleÊnonÊfrayÊconstrucƟonÊsuitableÊforÊsmallÊnoseÊbarsÊ
offersÊfantasƟcÊreleaseÊofÊaÊwideÊvarietyÊofÊsƟckyÊmaterials.ÊÊProductÊisÊ
easyÊtoÊclean,ÊhydrolysisÊresistantÊandÊabrasiveÊresistantÊforÊgreatÊ
longevityÊandÊdependability. 
Lay-flatÊconstrucƟonÊisÊalsoÊPowerturnÊsuitable. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊXSP 

StapleÊLace N/A 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 



 

 BecauseÊofÊconƟnuousÊdevelopmentÊ,ÊtheÊpresentedÊdataÊisÊsubjectÊtoÊrevisionÊwithoutÊnoƟficaƟon.ÊThisÊdataÊreplacesÊallÊpreviousÊinstancesÊofÊtheseÊpublicaƟons. LastÊUpdated:Ê12/12/2022 

UNIVERSAL BELTING RESOURCE  

330222 A92/2 ENF AS MaƩ Cobalt Blue 
ProductÊDataÊSheet 

PU 

Industrial Lightweight Belting 

MaterialÊConstrucƟon 

ConveyingÊ 

SurfaceÊ 

Material Polyolefin 

Profile MaƩ 

Color CobaltÊBlue 

CoefficientÊofÊfricƟon N/A 

TensionÊ
M
em

ber 

Material Non-FrayÊPolyesterÊFabric 

Plies 2 

U
nderside 

Material Non-FrayÊPolyesterÊFabric 

Profile Impregnated 

Color White 

CoefficientÊofÊfricƟon 0.25 

TechnicalÊSpecificaƟons 
OverallÊThickness 2.00Êmm 0.079Êin. 

Weight 1.90Êkg/m² 0.39Êlbs./Ō² 

MaximumÊWidth 3,200Êmm 126.00Êin. 

MinimumÊPulley/NoseÊBar 

DiameterÊforÊRecommendedÊEndlessÊ
Splice 

40.00Êmm 1.575Êin. 

MinimumÊBackÊFlex 60.00Êmm 2.362Êin. 

LoadÊforÊ1%ÊExtensionÊ(Dynamic) 7ÊN/mm 39.97Êlbs./in. 

StandardÊTension 0.5Ê% 

ProductÊOperaƟonalÊTemperatureÊRange -10/60Ê°C 14/140Ê°F 

CoverÊDurometerÊ 92ÊShoreÊA 

MaterialÊBuild 

HighÊSpeedÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
Foil 

Top BoƩom 

20 
165°C 

284°F 

140°C 

284°F 
45Ês BoƩom ClearÊPE 

MaƩe/
Silicone 

ReleaseÊ
Top/Bot. 

WaterÊCooledÊPressÊSeƫngs 

PressureÊ
(psi)Ê 

Temperature PressÊ
TimeÊ 

Foil 

PosiƟonÊ 
FoilÊ 

Top BoƩom 

20 
140°C 

284°F 

140°C 

284°F 
30Ês BoƩom ClearÊPE 

MaƩe/
Silicone 

ReleaseÊ
Top/Bot. 

*TheseÊseƫngsÊareÊaÊguidelineÊonly,ÊeveryÊpressÊisÊdifferent.ÊTestÊsplicingÊisÊrecommended. 

SplicingÊInstrucƟons 

FDA YES AnƟ-StaƟc YES 

USDAÊMeatÊandÊPoultry NO FlameÊRetardant NO 

USDAÊDairy NO CrossÊRigid YES 

AnƟ-Microbial NO   

Features 

LongitudinalÊSplice NO Cleats NO 

GuideÊAppliedÊtoÊCover NO GuideÊAppliedÊtoÊBoƩom NO 

FootedÊSidewall NO FootlessÊSidewall NO 

EdgeÊCapped NO PlasƟcÊSpiralÊLace NO 

Notes 2ÊPlyÊBlueÊPolyolefinÊMonofilamentÊ-ÊCoverÊOneÊSide 
WithÊNon-FrayÊFabric. 

StandardÊFabricaƟons 

Endless SingleÊFinger 

ClipperÊLace UCM36ÊSP 

StapleÊLace RS62 

StandardÊSplices 

*MinimumÊpulleyÊdiametersÊcanÊvaryÊwhenÊmechanicalÊlaceÊisÊinstalled.ÊContactÊourÊtechnicalÊteamÊforÊanyÊ
fabricaƟonÊorÊapplicaƟonÊquesƟons. 
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